
Stainless steel 
bright bars

Barre tonde in acciaio
inossidabile
 

Gezogene Rundstähle 
aus Edelstahl

EuMarc©

via Bresciani, 16 • 46040 Gazoldo Ippoliti, Mantova - Italy
phone +39 . 0376 685 471 • fax +39 . 0376 685 634
info.specialties@marcegaglia.com 
www.marcegaglia.com

• m
ag

gi
o 

20
19

 E
N

-IT
-D

E

NEW 

Controlled supply chain  
Guaranteed optimized chemistry 
Consistent mechanics

Filiera controllata 
Chimica garantita ottimizzata
Meccanica costante

Kontrollierte Lieferkette
Garantierte optimierte chemische 
Zusammensetzung
Konstante mechanische 
Eigenschaften

 100%
 EUROPEAN
 STEEL 
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EuMarc© stainless steel bright bars EuMarc© barre tonde in acciaio inossidabile EuMarc© Gezogene Rundstähle aus Edelstahl 

Marcegaglia Specialties experience and know-how in 
stainless steel has led to the development of EuMarc© 
stainless steel bright bars, a product that meets the 
market needs, characterized by consistent mechanics and 
chemistry, made of 100% European stainless steel.

Dall'esperienza e dal know-how Marcegaglia Specialties 
nei prodotti in acciaio inossidabile, nascono le barre 
tonde in acciaio inossidabile EuMarc©, un prodotto che va 
incontro alle esigenze del mercato, caratterizzato da una 
meccanica e una chimica costante e realizzato in acciaio 
inossidabile al 100% europeo.

Die Erfahrung und das Fachwissen von Marcegaglia 
Specialties im Bereich Edelstahl hat zur Entwicklung von 
gezogenen Rundstählen aus Edelstahl EuMarc© geführt, 
ein Produkt, das den Marktbedürfnissen entspricht, 
sich durch konstante mechanische Eigenschaften und 
chemische Zusammensetzung auszeichnet, und zu 100% aus 
europäischem Edelstahl gefertigt ist.

BRIGHT ROUND BARS EN 10088-3
Trafilati tondi EN 10088-3 

Gezogene Rundstähle EN 10088-3

weight
kg/m

diameter mm 1.4305 (A303) 1.4301 (A304)
1.4307 (A304L) 1.4404 (A316L)

8 0,395 0,395 0,395

10 0,617 0,617 0,617

12 0,888 0,888 0,888

14 1,208 1,208 1,208

15 1,387 1,387 1,387

16 1,578 1,578 1,578

18 1,998 1,998 1,998

20 2,466 2,466 2,466

22 2,984 2,984 2,984

25 3,853 3,853 3,853

30 5,549 5,549 5,549

35 7,552 7,552 7,552

40 9,864 9,864 9,864

45 12,485 12,485 12,485

50 15,413 15,413 15,413

60 22,195 22,195 22,195

Standard delivery program 
Programma di fornitura standard
Standard-Lieferprogramm

EuMarc©

OPTIONAL PROCESSING
Lavorazioni opzionali - Optionale Verarbeitung

Grinding - Rettifica - Schleifen

Polishing (grit 320) - Satinatura (grana 320) - Schleifen (Korn 320)

Chamfering - Bisellatura - Anfasen

TESTING
Prove e controlli - Prüfungen

Rotating sensor eddy current test - Controllo a correnti indotte a testa rotante 
Wirbelstromprüfung mit rotierendem Sensor

Magneto-inductive test - Controllo magnetico antimescolamento
Magnetisch-induktive Prüfung

STANDARD CHAMFERING EDGES 
Smussi di bisellatura standard - Standard-Anfaskanten

dimensions mm 45° + milled 30° + milled

8 ÷ 10 1 mm 3 mm

10 ÷ 20 1,2 mm 3,5 mm

20 ÷ 40 1,5 mm 6 mm

40 ÷ 50 2 mm 4 mm

50 ÷ 60 2,5 mm 5 mm

edge tolerance: Ø 8 ÷ 10 mm ± 0.9 mm; Ø 10 ÷ 50 mm ± 1 mm; Ø 50 ÷ 60 mm ± 1.5 mm 
tolleranze smussi: Ø 8 ÷ 10 mm ± 0,9 mm; Ø 10 ÷ 50 mm ± 1 mm; Ø 50 ÷ 60 mm ± 1,5 mm
Kantentoleranz: Ø 8 ÷ 10 mm ± 0,9 mm; Ø 10 ÷ 50 mm ± 1 mm; Ø 50 ÷ 60 mm ± 1,5 mm

MANUFACTURING STANDARD
Norma di fabbricazione - Fertigungsstandard

Non-destructive testing according to EN10088-3 (Class3)
Controlli non-distruttivi secondo EN10088-3 (Classe3) 
Zerstörungsfreie Prüfung nach EN10088-3 (Teil 3)

PRODUCT DESIGNATION 
Designazione prodotto - Produktbezeichnung

Stainless steels for general purposes
Acciai inossidabili per impieghi generali
Edelstahl für allgemeine Zwecke

GRADE
Qualità - Werkstoffe

1.4305 (AISI 303)
1.4301 (AISI 304)
1.4307 (AISI 304L)
1.4404 (AISI 316L)

Supply conditions - Condizioni di fornitura - Lieferbedingungen

-	Dimensional tolerances according to EN 10278
  Tolleranze dimensionali secondo EN 10278 
  Abmessungstoleranzen nach EN 10278
-	Upon request: certification according to AD 2000 W2/W10 
  Su richiesta: certificazione secondo AD 2000 W2/W10 
  Auf Anfrage: Zertifizierung nach AD 2000 W2/W10


